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YYYYHHHH----SSSSRRRR----BBBB ServerServerServerServer CabinetCabinetCabinetCabinet

TechnologyTechnologyTechnologyTechnology CCCCharacteristicharacteristicharacteristicharacteristic andandandand FFFFunctionunctionunctionunction IntrodutionIntrodutionIntrodutionIntrodution

1. The main frame are welded by 9 folds profile and 3 tees, it is firm and static loading is
1000 KG;

2. Vented front door with the shape of round curve wave and double section rear door,
appearance is elegance and excellent sle. The ventilation rate is not less 65% than the
whole area of the door. 5mm international
toughened glass door is optional for the front
door.

3. Both the side panels can be assembly and
disassembly quickly, it’s very convenient for the
work.

4. Cabinet can install both the heavy castor and
support feet, it can move easily.

5. Exchangeable door hinge; The top cable entry
with rubber cover.

6. Adjustable depth (25mm/unit) and Adjustable
height of capaci (1U/unit).

7. Accessories with international exchanged
common use.

8. We two section three and four section for
optional.

9. Surface finish: The degreasing, pickling,
phosphoric, powder coated;

10. Material are the high quali cold rolling steel
plate, thick: angle 2.0mm, other 1.2~1.5mm;

11. Color: RAL9004(black) RAl7044(grey)
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ServerServerServerServer RackRackRackRack SpecificationSpecificationSpecificationSpecification SheetSheetSheetSheet

Model U
Width
(mm)

Depth
(mm)

Height
(mm)

Accessories Remark

YH-SR-26647

47

600 600

2200

SSSStandardtandardtandardtandard layoutlayoutlayoutlayout::::
Frame:1pc
Wheels: 4pcs;
2.5 inch Castors:
4pc
High Vented Front
Door
High-Vented Double
Open rear door

MaterialMaterialMaterialMaterial：
YH-SR-C Frame:
Nine-Folded proximate
matter
Thickness: 1.5MM;
Front&Rear Dooe、Side
Door、Top Cover: 1.2MM;
Mounting Rail: 1.5MM;
Mounting Profile: 2.0MM.

YH-SR-26847 600 800

YH-SR-26047 600 1000

YH-SR-28647 800 600

YH-SR-28847 800 800

YH-SR-28047 800 1000

YH-SR-26642

42

600 600

2000

YH-SR-26842 600 800

YH-SR-26042 600 1000

YH-SR-28642 800 600

YH-SR-28842 800 800

YH-SR-28042 800 1000

YH-SR-26637

37

600 600

1800

OptionalOptionalOptionalOptional::::
Bottom Seal Plate 、

Fixed Shelf 、 Sliding
Shelf、Keyboard Shelf 、

Fan Unit（600Depth with
2pcs, 800and above
depth with 4pcs）、 6
Way PDU 1pc、Screws
40sets, Connectors

StandardStandardStandardStandard Color:Color:Color:Color:
1.Frame、Mounting Rail、
Mounting Profile: black,
RAL9004
OptionalOptionalOptionalOptional Color:Color:Color:Color:

White:White:White:White: RAL7035RAL7035RAL7035RAL7035

YH-SR-26837 600 800

YH-SR-26037 600 1000

YH-SR-28637 800 600

YH-SR-28837 800 800

YH-SR-28037 800 1000

YH-SR-26632

32

600 600

1600

YH-SR-26832 600 800

YH-SR-26032 600 1000

YH-SR-28632 800 600

YH-SR-28832 800 800

YH-SR-28032 800 1000
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